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ubject to compliance with AS
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handling of LP Gas

Existing pit to be retained
under deck structure with
allowance for pit access

Proposed 1:20 walkway (14.5m long)

Path 970mm above
adjacent natural surface.
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Retain existing storm water pit and access. Note

existing lid sits above proposed path surface -

further development required including lowering of
pit height. Irwin Consult construction issues notes
"Raise existing pit to suit final level and provide new

Class C infill cover." Confirm if this work was

undertaken.
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NOTE:

Design on hold due to new information.

Ken Montgomery has advised THLA that he
has received an approved DA from MRC for
an accessible ramp to connect from the

riverboats jetty to the top of the stairs. This is
indicatively shown in purple. Campaspe Shire

and Murray River Council to advise on
preferred riverboat access option

Proposed raised height of
concrete landing between
walkways

Retain access to existing mooring
post. 1.2m clear zone required.
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Base information derived from the

following sources:

- Aerial Photo (Nearmap - 04.11.21)

- Feature Survey - prepared by Heil
Engineering Consultants

- State Boundary prepared by Rich River
Irrigation

Due to possible distortions associated with

the aerial photograph, the location of

existing and proposed features are

approximate only and should be verified

on site prior to commencement of works.

All dimensions / areas shown are

approximate only and should be confirmed

on site.

Walkway provides
compliant access at base of
terrace and concrete steps
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H ! ltem to be demolished

Existing timber retaining
wall with timber posts

A Existing concrete sleeper
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channel posts
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Existing boat mooring post
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| Garden bed to be retained

Existing gabion basket

Existing tactile markers

Proposed timber ramp
surface

D Proposed concrete surface
l:l Proposed landing E

Proposed riparian planting |

Proposed extension to ,
timber retaining wall
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